SPLs are designed to provide customers an alternative to manual greasing especially in areas that are hazardous or hard to reach.  We have partnered with Perma globally to deliver these units.  The units are mechanical and will be available in a portfolio of four greases that will cover many industrial applications.
Benefits: 

· Helps improve reliability and reduce maintenance costs 
· A regular purge of grease helps to remove harmful contaminants such as water and dirt 

· Lubricates equipment that could otherwise only be lubricated when stopped 

· Reduces maintenance costs for bearings that routinely fail as a result of lack of lubrication 

· Helps reduce labor costs - The labor costs associated with frequent manual lubrication can be reduced. (Regular inspections are still recommended)

· Helps improve safety - Provides a safe and reliable means of lubricating bearings and seals located in areas that are difficult or unsafe to access.

· Versatile - 4 timer settings, 4 greases, 2 canister sizes per greases. 

· Easy to Inspect - The translucent grease canister and the red and green LED lights make the unit easy to inspect.  The LED lights act as a "diagnostic tool" for the customer, letting them know when the unit is operating and/or if there is a  plug in the line, and when it is time to replace the grease canister. 

· Performs better than gas units - Mechanical units provide a more consistent flow of grease than gas units and disposal is easier 

Availability:  
Orders may be placed starting May 15, 2008 

Ordering/Pricing:  

Please place all orders with Shell Customer Service using the attached material codes.  No DFOA.  Only direct ship to Shell direct end-users or Distributors.  Distributors should only sell to customers that are billed on their paper.  They should not deliver to a Shell direct end-user.

Drive units and refills are only sold separately.  To receive completed units, the customer must place the order for both drive units and refills of the required grease.  The customer can subsequently order only the refills. 

Shipments will include battery packs for the drive units (only a Perma battery pack can be used), support adapters, and moisture covers (Wet Cap).

Delivery/Minimums: 
· Units will be shipped directly to the end-user or Distributor from Perma USA in Charlotte, NC.  

· The units are priced/packaged per set of 10 units.  

· The minimum order is (1) 10-unit box.  Mixed boxes are not available.  

· All of the lubricators in the box will be of the same grease type and canister size.   

There are many accessories available.  These may be ordered directly from Perma. 

Perma sales contacts are available to help with questions regarding installation or accessories.

Sales Tools:

Handbook (Stictly for Internal Use Only)                       

External Sales Sheet

Customer Presentation
Portfolio: 
Shell Albida Grease EP 2           120 cc and 250 cc 

Shell Cassida Grease EPS 1      60 cc and 120 cc 

Shell Stamina Grease RLS 2      120 cc and 250 cc 

Shell Albida Grease HDX 2         120 cc and 250 cc 

Data sheet and MSDS for Shell Albida Grease HDX 2 will be made live on the web on May 15, 2008.  This product is only available in SPLs.  No other pack is being introduced at this time.

